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INTRODUCTION

GMSB ENGINEERING SDN BHD is distributing and provide after sales and services for Shot Blasting /
Peening Machine and Dust Control system.

We are in the field of Surface Preparation; we offer the best alternatives of method with high productivity
and low in cost in all range of industrial.

We have our own maintenance team to provide after sales technical service and we do sell spare parts

and all kinds of abrasive medias such as steel grit & shot, stainless steel shot, aluminium oxide,
glass beads, ceramic media and etc.

COMPANY PROFILE

COMPANY NAME : GMSB ENGINEERING SDN. BHD.
REGISTRATION NO  :830154-M

DATE ESTABLISHED  : YEAR 2008

ADDRESS : LOT 330, PT. 3529, JALAN NILAI 7/15, KAWASAN PERINDUSTRIAN 7,
71800 NILAI, NEGERI SEMBILAN DARUL KHUSUS.

TELEPHONE NO :+6012-220 8485/ 019-365 9526
FAX NO .+ 6 06-799 0838
EMAIL ADDRESS : gmsb.engineering@gmail.com

WEBSITE : www.blastingworksolution.com



OUR PRODUCT

SUCTION BLAST CABINET (pHc-9)

Technical Specification

Overall Dimension (W)900 mm x (L)900mm x (H) 1600 mm

Access Door RH hinge swing door with safety switch (W) 510 x (H) 540 mm
Nozzle Tungsten Carbide or Boron or Ceramic dia. Bore 8.0 mm
Rubber Glove Long gauntlet rubber glove diameter 8" x 24" long

Shatter Proof Window Laminated view window as standard

Lighting Dust proof glass shield fluorescent 1 x 18 watt

Dust Collector Filter bag manual shaking type fan power 0.4 kW

Electrical Supply 0.5 kW 20 volt 50 Hz

Air Consumption 20 CFM at 7 psi

APRON TYPE SHOT BLASTING MACHINE

Technical Specification

Model GW-10 GW-18 GW-20

Wheel Projection Capicity 40 kg/ min 90 kg/ min 100 kg/ min
Power of Wheel Turbine 2.2 kW 2P 7.5 kW 2P 7.5 kW 2P

Apron Dimension Dia 500 x 600 mm Dia 700 x 800 mm Dia 700 x 900 mm
Rubber Belt Drive 0.4 kW 4P 0.75 kW 4P 0.75 kW 4P
Bucket Elevator Capacity 60 kg/ min 120 kg/ min 200 kg/ min
Power of Bucket Elvator 0.4 kW 4P 0.75 kW 4P 1.5 kW 4P
Capacity of Bag Filter 600 m*/ hour 1200 m*/ hour 1750 m®/ hour
Power of Dust Collector 1.5 kW 2P 1.5 kW 2P 2.2 kW 2P
Loading Weight Capacity 60 kgs (0.10 m®) 250 kgs (0.18 m®) 300 kgs (0.20 m?)

Dimension approx. (mm)
Wide: 850 1310 1200
Length: 710 1030 1400
Height: 2460 3410 3850



HANGER BLAST MACHINE

Model 1012 1416 1520 2025
Workpiece Diamension
Blasting Diameter (mm) D 1000 1400 1500 2000
Hanger Height (mm) L 1200 1600 2000 2500
Loading Capacity (kg) 1000 2000 3000 5000
No. of Blast Wheel (kW) 2 3 3 4
Wheel diameter (mm) 330 330 400 400
Power per Blast Wheel
(kw) 7.5 7.5 11 15
Dimensions approx. (mm)
Wide: 1900 2000 2600 3200
Length: 1700 2000 2600 3200
Height: 5200 5200 6500 7200

Model

Design

GHM- Monorail Hanger Machine
GHR - Y' Rail Hanger Machine

GHL - Loop Hanger Machine




ROTARY HANGER BLASTING MACHINE

Technical Specification J =
Model GRH-6 GRH-8 GRH-12
Workpiece Diamension
Blasting Diameter (mm) D 500 600 800
Hanger Height (mm) L 600 800 1200
Loading Capacity (kg) 50 75 100
No. of Blast Wheel 2 2 2
Wheel diameter (mm) 330 330 400
Power per Blast Wheel
(kw) 7.5 7.5 11
Dimensions approx. (mm)
Wide: 1500 1800 2550
Length: 2400 2750 2700
Height: 4000 4560 5500

Spinner ook drive

Glast whosls

R‘evc.'w’ng chamber

Blast cigamng area

Three blast
cleaning pogitions

Leadingiunioading area




STRUCTURE STEEL BLAST CLEANING MACHINE

Technical Specification

GSS GSS GSS GSS GSS GSS

Model 900 1200 1500 1800 2400 3000
Workpiece Diamension

Width (mm) 900 1200 1500 1800 2400 3000
Height (mm) 300 450 600 600 1000 1200
No. of Blast Wheel (kW) 4 4 4 6 6 8
Wheel diameter (mm) 360 360 375 375 375 375
Power per Blast Wheel

(kW) 7.5 7.5 11 11 15 15
Wheel Projection Capacity

(kg/min) 100 100 180 180 200 200
Pass Speed 0.3- 0.3- 0.5 - 0.5- 0.5- 0.5 -
(m/ min) 1.8 1.8 2.5 2.5 3.0 3.0

Ventilation required
(m?/ hr) 3000 4000 6000 10000 15000 15000

GAS CYLINDER MACHINE

Technical Specification

Model GGC-40 GGC-80 GGC-120
Loading Capacity (unit/ hr) 35-40 80-90 130-150
No. of Blast Wheel 2 2 2
Wheel diameter (mm) 270 330 330
Power per Blast Wheel(kW) 3.7 7.5 11
Dimensions approx. (mm)

Wide: 1500 1800 2550
Length: 2400 2750 2700

Height: 4000 4560 5500



STEEL SHOT

SAE S-660
2.0 mm

SAE S-550
1.7 mm

SAE S-460
1.4 mm

SAE S-390
1.2 mm

SAE S-330
1.0 mm

SAE S-280
0.8 mm

SAE S-230
0.7 mm

SAE S-170
0.6 mm

SAE S-110
0.4 MM

Steel Shot Specification

Type
Code
Hardness

Application

For Blasting
SHOT: S

42.0-47.0 HRC
Surface cleaning of iron or steel castings and descaling of
forgings.

STEEL GRIT

SAE G-14
1.6 mm

SAE G-16
1.4 mm

SAE G-18

SAE G-25

SAE G-40

SAE G-50

SAE G-80
0.3 mm

SAE
G-120
0.2 mm

1.2 mm

1.0 mm

0.7 mm

0.5 mm

Steel Grit Specification

Type
Code
Hardness

Application

For Etching
GH

63.0- 68.0 HRC

Etching or milrolls, surface
preparation for coating or
plating. Satin finishing of metals,

and stone cutting.

For Descaling

GL

55.0-60.0 HRC

Sand removal and descaling of
iron or steel castings, and
descaling of forgings or heat

treated articles.

For Cleaning

GP

45.0 - 50 HRC

Descaling of forgings, heat-

treated articles or steel

plates and surface

treatment of resin.

Chemical Compositions

C

Si

Mn

0.8~1.2%

0.6~ 0.8%

0.6~ 0.8%

<0.05%

<0.05%

Micro Structure: Matensite Density 7.33 g/cc




ALUMINIUM OXIDE

PHYSICAL PROPERTIES

CHERMICAL COMPOSITION

J BROWN ‘ WHITE | BROWN | WHITE
Colour Dark Brown | White Ai2Os | 95.00% | 99.30 %
Nature ‘ Hard & Tough | Hard & Frible | SiO2 0.72 % 0.07 %
S.G. 3,92 3.92 Fe20s | 100% | 0.04%
Meiting point| 2000°C | 2050%C TiOz 3.00 % o
MOH'S | 9.0 ' 90 | Ca0 | 030% | 0.04%
VPNl 24 36 | 46 | 60 | 80 | 100 | 120 | 150 | 180 | 220
VIR 740 | 480 | 326 | 250 | 180 | 150 | 125 | 100 | 83 | 68
TYPICAL CHEMICAL ANALYSIS
Si02 725% | MgO 3.3 %
Al203 04% | Na20 13.7 %
Ca0 98% | K20 0.1%
FeO &Fe203 0.2 % Size 3 4 8 9 10 12 13

PHYSICAL PROPERTIES
Specific Gravity : 2.45-2.50 Hardness

: 5.5MOH

Bulk density

VSR eTY 600-425 425.250 250-150 212-106 150-90 90-45 53-10

1.54 g/cc



INE’S SPART PARTS

Technical Specification
Model MS-1-18R

Sweeping Width 500 mm

Weight 22 kgs

Ground Clearance Tiltable 0- 90 mm

Capacity 10 kgs of dense steel chips

Application To remove oily stamping chips, turning chips, welding rods,

rivet, nails, grinding, steel dust, steel shots, bolts and nuts.
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